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Torque
Tube
Shaft

DPU Replacement
Before installing a replacement DPU, the new DPU should
be checked for proper torque tube rotation:
1.	 Mount the DPU on a suitable pipe stand and connect to
	 a standard pressure source.
2.	 Adapt a graduated degree scale to torque tube housing.
3.	 Adapt a pointer to exposed end of the torque shaft.
4.	 Apply 100 percent differential pressure to the high-
	 pressure housing of the DPU. The pointer attached to
	 the torque tube shaft should indicate 8 degrees of travel.

B.	 Cleaning/Inspection Procedure
	 Instruments used where solids or semi-solids may accumulate inside the
	 pressure housings require periodic inspection and cleaning, as follows.
	 1.	 Remove the DPU from service and remove the pressure housings.
	 2.	 Carefully remove the pressure housings from the bellows unit assembly.

	 This procedure should be performed prior to removing the DPU housing
	 bolts, if the DPU has been installed in gas applications with working
	 pressures greater than 200 psig.
	 1.	 Back off all housing bolts 4 turns.
	 2.	 Check for internal pressure by attempting to move the housing in and
	 	 out along the bolts.
	 	 a.	 If the housing moves freely – no pressure is present – servicing
	 	 	 or repair may continue.
	 	 b.	 If the housing does not move freely – the bellows may be pressurized
	 	 	 and is potentially hazardous if further disassembled.
	 	 	 Tighten the bolts and return the unit to the factory or authorized
	 	 	 NuFlo service center for repair.
	 	 	 Tag the unit and specify “Gas in Bellows”.

Notice – If accumulation of solids or semi-solids is extensive, remove the
housings carefully to prevent damaging the bellows.
A.	 Pressure Check Procedure

DPU Cleaning and Inspection

WARNING
(HIGH-PRESSURE GAS INSTALLATIONS AND PRESSURES

GREATER THAN 200 PSIG)
HIGH-PRESSURE GAS HAZARD ON DISASSEMBLY OF THE DPU.
BEFORE REMOVING THE DPU HOUSING BOLTS, PERFORM THE 

PRESSURE CHECK PROCEDURE (See STEP “A” below).

WARNING
FAILURE TO PERFORM THIS PROCEDURE CAN RESULT IN

SEVERE INJURY, DEATH OR SUBSTANTIAL PROPERTY DAMAGE
DUE TO THE RELEASE OF INTERNAL PRESSURE.
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Product Warranty

A. Warranty
NuFlo Technologies, Inc. warrants that at the time of shipment the products manufactured by
NuFlo Technologies, Inc. and sold hereunder will be free from defects in material and workman-
ship, and will conform to the specifications furnished by or approved by NuFlo Technologies, Inc. 

B. Warranty Adjustment

(1) If any defect within this warranty appears, Buyer shall notify NuFlo Technologies, Inc.
immediately.

(2) NuFlo Technologies, Inc. agrees to repair or furnish a replacement for, but not install, any
product which within one (1) year from the date of shipment by NuFlo Technologies, Inc. 
shall, upon test and examination by NuFlo Technologies, Inc., prove defective within the
above warranty.

(3) No product will be accepted for return or replacement without the written authorization of
NuFlo Technologies, Inc. Upon such authorization, and in accordance with instructions by
NuFlo Technologies, Inc., the product will be returned shipping charges prepaid by Buyer.
Replacements made under this warranty will be shipped prepaid.

C. Exclusions from Warranty

(1) THE FOREGOING WARRANTY IS IN LIEU OF AND EXCLUDES ALL OTHER EXPRESSED
OR IMPLIED WARRANTIES OF MERCHANTABILITY, OR FITNESS FOR A PARTICULAR
PURPOSE, OR OTHERWISE.

(2) Components manufactured by any supplier other than NuFlo Technologies, Inc. shall bear
only the warranty made by the manufacturer of that product, and NuFlo Technologies, Inc.
assumes no responsibility for the performance or reliability of the unit as a whole.

(3) “In no event shall NuFlo Technologies, Inc. be liable for indirect, incidental, or consequential
damages nor shall the liability of NuFlo Technologies, Inc. arising in connection with any 
products sold hereunder (whether such liability arises from a claim based on contract, 
warranty, tort, or otherwise) exceed the actual amount paid by Buyer to NuFlo Technologies,
Inc. for the products delivered hereunder.”

(4) The warranty does not extend to any product manufactured by NuFlo Technologies, Inc.
which has been subjected to misuse, neglect, accident, improper installation or to use in
violation of instructions furnished by NuFlo Technologies, Inc.

(5) The warranty does not extend to or apply to any unit which has been repaired or altered at 
any place other that at NuFlo Technologies, Inc.’s factory or service locations by persons
not expressly approved by NuFlo Technologies, Inc.

Instrument Specifications
Case ...................................... Die-cast aluminum, black epoxy resin paint,

waterproof and weather resistant hinged door;
neoprene gasket seal

DP Accuracy:

0-20’’ w.c. to 0-349’’ w.c. ....... ±0.5% of full scale

0-350’’ w.c. to 0-75 psi ........... ±0.75% of full scale

SP Accuracy ........................... ±1.0% of full scale

NuFlo Measurement Systems
A NuFlo Technologies Company

14450 JFK Boulevard, Houston, TX  77032
1-800-654-3760 • email: nuflo@nuflotech.com

FOR CANADIAN SUPPORT:

1-877-891-6540 • email: canada@nuflotech.com

www.nuflotech.com
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